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30 Attachment X – Standard Large Facility Interconnection Procedures (Applicable to 
Generating Facilities that exceed 20 MWs and to Class Year Transmission 
Facilities)



 

 

30.4 Queue Position 

30.4.4 Modifications 

The Developer shall submit to the ISO, in writing, a Large Facility Modification Request 

in the form of Appendix 3 to these Large Facility Interconnection Procedures for modifications 

to any information provided in the Interconnection Request.  The Developer shall retain its 

Queue Position if the modifications are permitted in accordance with Sections 30.4.4.1, 30.4.4.2, 

30.4.4.5, 30.4.4.6, or 30.4.4.7 or are determined not to be Material Modifications pursuant to 

Section 30.4.4.3. 

Notwithstanding the above, during the course of the Interconnection Studies, either the 

Developer or the ISO or Connecting Transmission Owner may identify changes to the planned 

interconnection that may improve the costs and benefits (including reliability) of the 

interconnection, and the ability of the New York State Transmission System to accommodate the 

Interconnection Request.  To the extent the identified changes are acceptable to the ISO, 

Connecting Transmission Owner and Developer, such acceptance not to be unreasonably 

withheld, the ISO shall modify the Point of Interconnection and/or configuration in accordance 

with such changes and proceed with any re-studies necessary to do so in accordance with Section 

30.6.4, Section 30.7.6 and Section 30.8.5 as applicable and Developer shall retain its Queue 

Position. 

30.4.4.1 Prior to the commencement of the Interconnection System Reliability 

Impact Study as posted on the ISO’s interconnection queue, modifications 

permitted under this section shall include specifically: (a) a decrease of up to 60 

percent of electrical output (MW) of the proposed project, through either (1) a 

decrease in plant size or (2) a decrease in interconnection service level (consistent 

with the process described in Section 30.3.2.3) accomplished by applying 



 

 

injection-limiting equipment that is agreed to by the ISO and the Connecting 

Transmission Owner; (b) modifying the technical parameters associated with the 

Large Facility technology or the Large Generating Facility step-up transformer 

impedance characteristics; and (c) modifying the interconnection configuration.  

For plant increases other than increases resulting from a Permissible 

Technological Advancement, the incremental increase in plant output will go to 

the end of the queue for the purposes of study analysis. 

30.4.4.2 Prior to the return of the executed Interconnection Facility Study 

Agreement to the ISO, the modifications permitted under this section shall include 

specifically: (a) additional 15 percent decrease of electrical output (MW) of the 

proposed project through either (1) a decrease in the plant size or (2) a decrease in 

the interconnection service level (consistent with the process described in Section 

30.3.2.3) accomplished by applying injection-limiting equipment that is agreed to 

by the ISO and the Connecting Transmission Owner; (b) Large Facility technical 

parameters associated with modifications to Large Facility technology and 

transformer impedances; (c) a Permissible Technological Advancement for the 

Large Facility after the submission of the Interconnection Request; and (d) a 

reduction in the number of MW the Developer requests to be evaluated for CRIS; 

provided, however, the incremental Interconnection Study costs associated with 

those modifications are the responsibility of the requesting Developer.  For a 

technological change, Section 30.4.4.7 specifies a separate Technological Change 

Procedure, which the ISO, in consultation with the Connecting Transmission 

Owner to the extent practicable, will follow to assess whether a Developer’s 



 

 

requested change constitutes a Permissible Technological Advancement, as 

defined in Section 30.1 of this Attachment X. 

 

 

For a Project in the Interconnection Queue with a validated 

Interconnection Request on or beforeprior to [insert effective date],  [effected date 

of HSR tariff revisions], the Developer may, prior to the return of the executed 

Interconnection Facility Study Agreement to the ISO, modify the Project by 

combining it with another one or more Projects with validated Interconnection 

Requests in the Interconnection Queue on or before [effective date], even if 

theregardless of whether the Projects are different technologies and regardless of 

whether the combined Project’s requested ERIS or CRIS increases as a result of 

combining the queue positions; provided however, the Projects must (i) be co-

located behind the the same Point of Interconnection; (ii) submit a revised 

Interconnection Request reflecting the modification to become a Project 

comprised of multiple Generators as well as identifying the Developer of record 

for purposes of the interconnection process; and (iii) demonstrate the manner in 

which such Developer of record retains Site Control for the combined Project. For 

a Project requesting a modification under this Section 30.4.4.2, upon ISO 

approval of such modification, the combined Project shall proceed as a single 

Project for purposes of the next interconnection study required for the Project 

more advanced in the interconnection study process (i.e., a Project with a 

completed SRIS may combine with a Project without a completed SRIS; provided 



 

 

however, the combined Project will be evaluated as a single Project in the Class 

Year Study).  

30.4.4.3 Prior to making any modification other than those specifically permitted 

by Sections 30.4.4.1, 30.4.4.2, 30.4.4.5, 30.4.4.6, and 30.4.4.7, Developer may 

first request that the ISO evaluate whether such modification is a Material 

Modification.  In response to Developer’s request, the ISO shall evaluate the 

proposed modifications prior to making them and inform the Developer in writing 

of whether the modifications would constitute a Material Modification.  Any 

change to the Point of Interconnection except those deemed acceptable under 

Section 30.4.4.1, 30.6.1, 30.7.2 or so allowed elsewhere shall constitute a Material 

Modification.  Unless requested prior the commencement of the System 

Reliability Impact Study, any increase in requested CRIS from the requested 

CRIS set forth in the Interconnection Request or any request for CRIS not 

included in the Interconnection Request (i.e., if the Interconnection Request 

included only a request for ERIS) shall constitute a Material Modification.  Any 

modification to a Class Year Project during a Class Year Study for which it is a 

member shall consistuteconstitute a Material Modification.  For proposed 

modifications deemed to be Material Modifications, the Developer may withdraw 

the proposed modification request or proceed with a new Interconnection Request 

for such modification. 

 

 

 


